certificate Institut fiir Arbeitsschutz der
Deutschen Gesetzlichen Unfallversicherung
no. IFA 1101026 Priif- und Zertifizierungsstelle im DGUV Test

dated 08.02.2011

European notified body
Translation ldentification number 0121 -

EC-Type Test Certificate

K. A. Schmersal GmbH .
Industrielle Sicherheitsschaltsysteme
Méddinghofe 30

42279 Wuppertal

Name and address of the
holder of the certificate:
(customer):

K. A. Schmersal GmbH

f th
Name and address of the Industrielle Sicherheitsschaltsysteme

fi :
Manufacturer Moddinghofe 30
42279 Wuppertal
Product designation: Safety sensor
Type: CSS 8-16 (for details see annex)

. " | ¢ 4
Intended purpose: monitoring the position of moveable safety guards

Testing based on: DIN EN 60947-5-3, DIN EN ISO 13849-1, DIN EN 61508, GS-ET-14

Test report: No.: 2010 23251 dated 08.02.2011
Remarks: Types listed in the “Annex to Type Test Certificate” fulfil the safety

requirements:

¢ DIN EN 60947-5-3 for a PDF-M

e DINENISO 13849-1 Category 4 PL e

e DINEN 61508 for use up to SIL 3 (high demand mode)
e GS-ET-14

The type tested complies with the provisions laid down in the directive 2006/42/EC (Machinery).

The present certificate is valid until: 05.09.2015

Further provisions concerning the validity, the extension of the validity and other conditions are laid
down in the Rules of Procedure for Testing and Certification of September 2010.

q“ Head of testing and cerfification body Certif?cati’ n
(Dr. Peter Paszkiewicz) (Dipl.-Ing. Ralf Apfeld)
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In any case, the German original shall prevail.
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Institut fiir Arbeitsschutz der
Deutschen Gesetzlichen Unfallversicherung
Priif- und Zertifizierungsstelle im DGUV Test

.Sankt Augustin, 08.02.2011
~ Apf/Foe/st
VE-Nr. 2010 23251

Annex to EC-Type Test Certificate No. IFA 1101026 dated 08.02.2011

Type code

CSS 8-16-[I]-[II]-[Il1]

l = Qutputs = Sensor type

2P = 2 p-type safety outputs E = Terminal or individual sensor
2P+D = 2 p-type safety outputs and Y = Sensor for series-wiring
1 p-type signalling contact (diagnostics) M = Multifunctional connection
] = Connecting
L = Connecting cable

LST = Connecting cable with connector M12

Version of Hardware und Software:

Hardware: connecting types “L” und “LST":

e PCB upper: f2, PCB lower: h1, shielding: e17

- Software: processor channel A: Version 2.2
processor channel B: Version 2.2

Actuators for Safety sensor CSS 8-16:

CST 16-1

Head of testing and certification body: Certification officer:
Rl

(Dr. Peter Paszkiewicz) : (Dlpl -Ing. Ralf Apfeld)
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