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UK Type-Examination Certificate

«[m] For UK Regulations SI 2008 No. 1597
‘;é The Supply of Machinery Regulations 2008

Reg.-No.: 01/205U/5815.00/22

Product tested Safety Interlock Switch with guard Certificate K.A. Schmersal GmbH & Co.
locking holder KG
Maéddinghofe 30
42279 Wuppertal
Germany
Type designation AZM40

(Details see version release list)

Codes and standards EN 60947-5-3:2013 EN ISO 13849-2:2012
EN ISO 14119:2013 IEC 61508 Parts 1-7:2010
EN ISO 13849-1:2015

Intended application The safety interlock switch complies as Type 4 device acc. to EN ISO 14119 with the
requirements of the relevant standards (PDDB acc. EN 60947-5-3, Cat. 4 / PL e acc. to
EN ISO 13849-1, SIL 3 acc. to IEC 61508) and can be used in guard position monitoring up to
Cat. 4/ PL e and SIL 3 and guard locking applications up to Cat. 2/ PL d and SIL 2. The
devices can be used in applications acc. to EN 60204-1:2018.

Specific requirements The instructions of the associated Installation and Operating Manual shall be considered.

This product is in conformity with all requirements of SCHEDULE 2, PART 1 (Annex I) of SI 2008 No. 1597.
This Type-Examination certificate refers to an evaluation of the above mentioned product as stipulated in SCHEDULE 2, PART 9
(Annex IX) of S1 2008 No. 1597.

Valid until 2026-04-21

The issue of this certificate is based upon an examination, whose results are documented in
Report No. 968/FSP 2171.02/22 dated 2022-06-09.
This certificate is valid only for products which are identical with the product tested.

TUV Rheinland UK Ltd. g@ /Jé
Kéln, 2022-06-21 Oc .

Approved Body for Machinery, No. 2571 - Dipl.-Ing. Gebhard Bouwer

www.fs-products.com

www.tuv.com A Tl"JVRheinIand®

Precisely Right.

TUV Rheinland UK Ltd., Friars Gate (Third Floor), 1011 Stratford Road, Shirley, Solihull B90 4BN / United Kingdom

Tel.: +44 (0)121 796 9400, E-Mail: UKCA@uk.tuv.com, Web: https://www.tuv.com/united-kingdom/en/
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SCHMERSAH

Product Tested

Version Release List - Annex to Certificates

K.A. Schmersal GmbH & Co. KG e
EC Type-Examination Certificate: Reg. No.: 01/205/5815.00/21
Reg. No.: 01/205U/5815.00/22

UKCA Certificate:

TUVRheinland®
Genau. Richtig.

Type Description / System Firmware Report-No. Certification
Designation Revision Status
AZM40 Sicherheitszuhaltung AZM40 / Solenoid Interlock AZM40 HW Version: 968/FSP 2171.00/21 Valid
Leiterpatte/PCB: E 968/FSP 2171.01/21
Schaltplan/Schematic: E 968/FSP 2171.01.01/21
968/FSP 2171.03/22
SW Version: ™ 968/FSP 2171.04/23
MC1, MC2: Version 1.0.x
*1 - Die 3. Stelle enthalt interne nicht sicherheitsrelevante SW Versionen und ist daher mit x ausgespart.

The 3. digit of the sw versioning is correlated with internal non safety related sw versions and therefor marked with x.

K.A. Schmersal GmbH & Co. KG
Mdéddinghofe 30
42279 Wuppertal

TUV Rheinland Industrie Service GmbH
Automation - Funktionale Sicherheit (A-FS)

Am Grauen Stein — 51105 KéIn
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Product Tested
Version Release List - Annex to Certificates

SCHIMERSHL KA Schmersal GmbH & Co. KG e A TUVRheinland®

EC Type-Examination Certificate: Reg. No.: 01/205/5815.00/21 Genau. Richtig.

UKCA Certificate: Reg. No.: 01/205U/5815.00/22
Sicherheitsfunktion Positionserkennung / Safety Function Guard Position Detection
Sicherheitszuhaltung AZM40 Solenoid Interlock AZM40
AZM40 [1]- [2- |sT- [pop- 3 a1 | |
[1] Verriegelungseinrichtung Interlocking device
z Zuhaltung Uberwacht Solenoid interlock monitored
B Betatiger Uberwacht Actuator monitored
[2] Codierung Coding
(leer/blank) |Standardcodierung Standard coding
11 Individuelle Codierung Individual coding
12 Individuelle Codierung, wiederanlernbar Individual coding, re-teaching enabled
[ST] Anschlussart Type of Connection
ST Stecker M12x1, 8-pol. Connector M12x1, 8-poles
[1P2P] Eingange/ Ausgange Output / Input
1P2P ;_Eé?glgizausgang und 2 Sicherheitsausgange, ldiagnostic output, 2 safety outputs, p-type
[3] Gehéausevariante Housing variant
(leer/blank) |Senkbohrungen fir Senkkopfschrauben Counterbores for countersunk screws
PH Planes Gehause flr Gberstehende Schrauben Plan housing for protruding screws
[4] DU Kundenspezifische Ausfiihrung Customized Version
K.A. Schmersal GmbH & Co. KG TUV Rheinland Industrie Service GmbH
Moddinghofe 30 Automation - Funktionale Sicherheit (A-FS)
42279 Wuppertal Am Grauen Stein — 51105 KoéIn
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Betatiger fir AZM40

AZMA40
(1]

(2]

[1]-
Bauart
B1

Product Tested

Version Release List - Annex to Certificates

SEHmEHSH K.A. Schmersal GmbH & Co. KG e
EC Type-Examination Certificate: Reg. No.: 01/205/5815.00/21

UKCA Certificate: Reg. No.: 01/205U/5815.00/22

(2]-

Betatiger fur Dreh- und Schiebetiren

Gehausevariante

(leer/blank) Senkbohrungen fur Senkkopfschrauben

PH

Planes Gehause fir Giberstehende Schrauben

Actuator for AZM40

Design
Suitable for hinged and sliding guards
Housing variant

Counterbores for countersunk screws
Plan housing for protruding screws

Diese Version Release Liste ist zwischen Hersteller und Zertifizierungsstelle vereinbart worden.
This release list has been agreed between manufacturer and certification body.

Versionen / Versions:

TUVRheinland®

Genau. Richtig.

Datum Rev. Beschreibung / Anderungen Autor
16.04.2021 V0.1 Initial assessment of product variant AZM40 pa
07.09.2021 V0.2 Software optimization - initialization phase pa pa
18.03.2022 V0.3 Adding customized version nm
18.07.2022 V0.4 Modification to hardware version C1 / Change of LDO Pa/nm
23.02.2023 V0.5 Modification to hardware version E / Change of processor and DcDc converters Pa

K.A. Schmersal GmbH & Co. KG

Mdéddinghofe 30
42279 Wuppertal

TUV Rheinland Industrie Service GmbH
Automation - Funktionale Sicherheit (A-FS)

Am Grauen Stein —

51105 KéIn
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