
UK Type-Examination Certificate
For UK Regulations SI 2008 No. 1597
The Supply of Machinery Regulations 2008

Reg.-No.: 01/205U/5412.00/22

Product tested Safety proximity switch Certificate
holder

K.A. Schmersal GmbH & Co.
KG
Möddinghofe 30
42279 Wuppertal
Germany

Type designation RSS16-...
(Details see Revision List)

Codes and standards EN 60947-5-3:2013
EN 62061:2005 + AC:2010 + A1:2013 +
A2:2015

EN ISO 13849-1:2015
IEC 61508 Parts 1-7:2010

Intended application Position monitoring of movable gates.
The devices comply with the requirements of the relevant standards (PDDB acc. to
EN 60947-5-3, Cat. 4 / PL e acc. to EN ISO 13849-1, SILCL 3 / SIL 3 acc. to EN 62061 /
IEC 61508) and can be used in applications up to Cat. 4 / PL e acc. to EN ISO 13849-1 and
SIL 3 acc. to EN 62061 / IEC 61508.
The product can be used in the application area of EN 60204-1:2018.

Specific requirements The instructions of the associated Installation and Operating Manual shall be considered.

This product is in conformity with all requirements of SCHEDULE 2, PART 1 (Annex I) of SI 2008 No. 1597.
This Type-Examination certificate refers to an evaluation of the above mentioned product as stipulated in SCHEDULE 2, PART 9
(Annex IX) of SI 2008 No. 1597.

Valid until 2025-10-23

The issue of this certificate is based upon an examination, whose results are documented in
Report No. 968/FSP 1039.07/22 dated 2022-11-09.
This certificate is valid only for products which are identical with the product tested.
 

TUV Rheinland UK Ltd.
  

   Approved Body for Machinery, No. 2571 
 

   Dipl.-Ing. Gebhard Bouwer 
Köln, 2022-11-16
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Revision List referred to on Certificate No.: 
01/205U/5412.00/22 and 01/205/5412.02/20 

Product Tested: Proximity Switches RSS16, RST16 

K.A. Schmersal GmbH & Co. KG TÜV Rheinland Industrie Service GmbH
Möddinghofe 30 Automation - Functional Safety (A-FS)
42279 Wuppertal/ Germany Am Grauen Stein

51105 Köln / Germany
Page 1 of 3 

Type Designation Description HW / SW Revison Report–No.: 
Certification 

Status 

RSS16 + RST16-1 Sicherheits-Sensor mit RFID/ Safety Proximity 
Switch with RFID 

Leitungs- und Steckervarianten: 
HW: Index G  /  SW: 1.7.x 

968/FSP 1039.06/22 

968/FSP 1039.06.01/22

Valid 

RSS16 + RST16-1-R 

EX-RSS16 + RST16-1 Leitungsvarianten: 

HW: Index H  / SW: 1.6.xEX-RSS16 + RST16-1-R 

Beschreibung des Typenschlüssels / Description of the Type Code 

Sicherheits-Sensor mit RFID  Safety Proximity Switch with RFID 
RSS16 [1]- [2]- [3]- [4]- [5]- [6] 

[1] (leer/blank) Standard Codierung  Standard coding 

I1 Individuelle Codierung  Individual coding 

I2  Individuelle Codierung, mehrfach anlernbar  Individual coding, re- teaching enabled 

[2] D Mit Diagnoseausgang  With diagnostic output 

SD Mit serieller Diagnosefunktion  With serial diagnostic function 

[3] (leer/blank) Ohne Rastung  Without latching 

R Mit Rastung  With latching 

[4] ST8x   Mit Einbaustecker M12x1 With connector plug M12x1 

CC Mit Federzugklemmen  With cage clamps 

SK Mit Schraubanschluss   With screw terminals 

[5] 2982  Einsetzbar bis −30 °C  2982- Utilization up to −30 °C 

[6] DU Kundenspezifische Ausführung  Customised Version 
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Sicherheits-Sensor mit RFID  Safety Proximity Switch with RFID 
EX-RSS16 [1]- [2]- [3]- [4]- 3GD- [5] 

[1] (leer/blank) Standard Codierung Standard coding 
I1 Individuelle Codierung  Individual coding 
I2  Individuelle Codierung, mehrfach anlernbar     Individual coding, re-teaching enabled 

[2] D Mit Diagnoseausgang  With diagnostic output 
SD Mit serieller Diagnosefunktion  With serial diagnostic function 

[3] (leer/blank) Ohne Rastung  Without latching 
R Mit Rastung  With latching 

[4]   Anschlussleitung, Leitungslänge 10m  Connecting cable, cable length 10m 
[5] DU Kundenspezifische Ausführung  Customised Version 

Betätiger für RSS16 und EX-RSS16 Actuator for RSS16 and EX-RSS16 

RST16-1 Betätiger, RST16 Actuator, RST16 
RST16-1-R  Betätiger, RST16, mit Rastung  Actuator, RST16, with latching force 
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Dieses Zertifikat bezieht sich nur auf die Zertifizierung der Produkte gem. der Maschinenrichtlinie 2006/42/EG sowie der Safety of 
Machinery Regulations 2008.  
Die Konformität zur Explosionsschutzrichtlinie 2014/34/EU (ATEX) wir durch den Hersteller in Eigenverantwortung erklärt. 
This certificate refers only to the certification of the products acc. Machinery Directive 2006/42/EC as well as acc. to the Safety of 
Machinery Reulations 2008. 
The conformity to the Explosion Protection Directive (ATEX)2014/34 / EU (ATEX) is declared by the manufacturer on its own 
responsibility 

This version release list has been agreed between the manufacturer Schmersal GmbH & Co.KG and the Test Institute. 

Document Revision: 

Date Rev. Description / Changes Author 

2015-10-05 1.0 Initial creation, based on Report-No.: 968/FSP 1039.01/15 pa/A-FS 

2015-12-09 1.1 Software modification, based on Report-No.: 968/FSP 1039.02/15 pa/A-FS 

2018-04-16 1.2 Addition of variant for -30°C pa/A-FS 

2019-01-08 1.3 Extension to EX-RSS16 products pa/A-FS 

2019-04-04 1.4 Hardware modification EX-RSS 16 pa/A-FS 

2019-05-14 1.5 Update assessment of unchanged product with report 968/FSP 1039.05/20 pa/A-FS 

2022-01-12 1.6 Extension of cable length for EX-RSS 16 and Software change to 1.7.3, HW change to G pa/A-FS 

2022-03-16 1.7 Adding a customized Version with report 968/FSP 1039.06.01/22 NM/A-FS 

2022-11-09 1.8 Adaption of Revision List for UKCA cz/A-FS 


